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Environmental Protection Agency § 429.21 

wood products (PCWP) facilities (40 
CFR part 63, subpart DDDD). For the 
dry process hardboard, veneer, fin-
ishing, particleboard, and sawmills and 
planing mills subcategories, fire con-
trol water is excluded from the defini-
tion. 

(d) The term ‘‘gross production of fi-
berboard products’’ means the air dry 
weight of hardboard or insulation 
board following formation of the mat 
and prior to trimming and finishing op-
erations. 

(e) The term ‘‘hardboard’’ means a 
panel manufactured from interfelted 
ligno-cellulosic fibers consolidated 
under heat and pressure to a density of 
0.5 g/cu cm (31 lb/cu ft) or greater. 

(f) The term ‘‘insulation board’’ 
means a panel manufactured from 
interfelted ligno-cellulosic fibers con-
solidated to a density of less than 0.5 g/ 
cu cm (less than 31 lb/cu ft). 

(g) The term ‘‘smooth-one-side (S1S) 
hardboard’’ means hardboard which is 
produced by the wet-matting, wet- 
pressing process. 

(h) The term ‘‘smooth-two-sides (S2S) 
hardboard’’ means hardboard which is 
produced by the wet-matting, dry- 
pressing process. 

(i) The term ‘‘debris’’ means woody 
material such as bark, twigs, branches, 
heartwood or sapwood that will not 
pass through a 2.54 cm (1.0 in) diameter 
round opening and is present in the dis-
charge from a wet storage facility. 

(j) For the subcategories for which 
numerical limitations are given, the 
daily maximum limitation is a value 
that should not be exceeded by any one 
effluent measurement. The 30-day limi-
tation is a value that should not be ex-
ceeded by the average of daily meas-
urements taken during any 30-day pe-
riod. 

[46 FR 8285, Jan. 26, 1981, as amended at 46 
FR 57287, Nov. 23, 1981; 69 FR 46045, July 30, 
2004] 

§ 429.12 Monitoring requirements. [Re-
served] 

Subpart A—Barking Subcategory 

§ 429.20 Applicability; description of 
the barking subcategory. 

This subpart applies to discharges to 
waters of the United States and to the 
introduction of process wastewater pol-
lutants into publicly owned treatment 
works from the barking of logs by 
plants in SIC major group 24, and by 
plants producing insulation board (SIC 
group 2661). 

§ 429.21 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available 
(BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 

(a) The following limitations apply 
to all mechanical barking installa-
tions: There shall be no discharge of 
process wastewater pollutants into 
navigable waters. 

(b) The following limitations con-
stitute the maximum permissible dis-
charge for hydraulic barking installa-
tions: 

SUBPART A 

Pollutant or pollutant property 

BPT effluent limitations 

Maximum 
for any 1 

day 

Average of 
daily values 
for 30 con-

secutive 
days 

Metric units (kilograms per 
cubic meter of production) 

BOD5 ......................................... 1.5 0.5 
TSS ............................................ 6.9 2.3 
pH .............................................. (1) (1) 

English units (pounds per 
cubic foot of production) 

BOD5 ......................................... 0.09 0.03 
TSS ............................................ 0.431 0.144 
pH .............................................. (1) (1) 

1 Within the range 6.0 to 9.0 at all times. 
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